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FASTENERES PRODUCT RANGE

AELprovidesa wide variety of Screws, Bolts and Blind Rivets as mentioned below:

 Wood Screws

 Self Tapping Screws

 BSW Machine Screws

 Metric Machine Screws

 Hex Bolts

 High Tensile (Special Fasteners)

 Drywall Screws

 Self Drilling Screws

 Security Screws

 Brass Screws

 Stainless Steel Screws

 Blind Rivets

 Solid Flat Rivets



WOOD SCREW

HEAD TYPE

COUNTERSUNK HEAD, SLOTTED

COUNTERSUNK HEAD, PHILLIPS

ROUND HEAD, SLOTTED

STANDARD

BS & PS

MATERIAL

MILD STEEL,STAINLESS
STEEL & BRASS

SURFACE FINISHES

ZINC PLATED

YELLOW ZINC PLATED

CHAMPAGNE COLOR

ANTIQUE COLOR

BRASS COLOR

NICKEL

COPPER COLOR

SIZE RANGE

DIAMETERS

3 SG to 14 SG

LENGHTS

1/2" to 5"



SELF TAPPERS

HEAD TYPE SURFACE FINISHES

COUNTERSUNK HEAD, PHILLIPS ZINC PLATED

RAISED COUNTERSUNK, PHILLIPS YELLOW ZINC PLATED

PAN HEAD, SLOTTED CHAMPAGNE COLOR

PAN HEAD, PHILLIPS ANTIQUE COLOR

PAN HEAD, COMBINATION GREEN COLOR

MUSHROOM HEAD, PHILLIPS NICKEL

HEXAGON INDENT WASHER HEAD 
PHILLIPS

BLACK

HARDNESS MATERIAL

CASE HARDENED MILD STEEL & STAINLESS STEEL

POINT TYPES SIZE RANGE

C DIAMETERS

F 2.2MM TO 6.3 OR #2 TO #14

BT LENGHTS

TRILOBULAR POINT 6MM TO 100 MM

STANDARD

BS, DIN & JIS



MACHINE SCREW BSW

HEAD TYPE

COUNTERSUNK HEAD, SLOTTED

COUNTERSUNK HEAD, PHILLIPS

CHEESE HEAD, SLOTTED

ROUND HEAD, SLOTTED

STANDARD

BS-4174 & BS-450

MATERIAL

MILD STEEL, STAINLESS STEEL & BRASS

SURFACE FINISHES

ZINC PLATED

YELLOW ZINC PLATED

CHAMPAGNE COLOR

ANTIQUE COLOR

SIZE RANGE

DIAMETERS

1/8" SG to 1/4" SG

LENGHTS

1/4" to 4"



MACHINE SCREW METRIC

HEAD TYPE SURFACE FINISHES

COUNTERSUNK HEAD, SLOTTED ZINC PLATED

COUNTERSUNK HEAD, PHILLIPS YELLOW ZINC PLATED

COUNTERSUNK HEAD RAISED, PHILLIPS CHAMPAGNE COLOR

PAN HEAD, SLOTTED ANTIQUE COLOR

PAN HEAD, PHILLIPS GREEN COLOR

RAISED CHEESE HEAD, PHILLIPS BLACK

CHEESE HEAD, SLOTTED BRASS COLOR

TRUSS HEAD, COMBINATION

TUSSEL HEAD, PHILLIPS SIZE RANGE

BINDING HEAD DIAMETERS

MUSHROOM PHILLIPS M2.5 to M10

OVAL HEAD LENGHTS

BUTTON HEAD 5mm to 126mm

STANDARD

BS, DIN, JIS & HES

MATERIAL

MILD STEEL, STAINLESS STEEL & BRASS



HEX BOLTS

HEAD TYPE
HEXAGONAL
HEXAGONAL FLANGE INDENT
HEXAGONAL WASHER INDENT
TOP ROUND WITH WASHER
HEXAGON SOCKET HEAD
SPECIAL  (HIGH TENSILE)

HARDNESS
THROUGH HARDENED

STANDARD

BS, DIN, JIS & HES

MATERIAL

MILD STEEL, BORON STEEL &
STAINLESS STEEL

SURFACE FINISHES

ZINC PLATED 
YELLOW ZINC PLATED
CHAMPAGNE COLOR
ANTIQUE COLOR
GREEN COLOR
BLACK COLOR
CHROME

SIZE RANGE

DIAMETERS
M4 to M10

LENGHTS
Upto 126mm



HIGH TENSILE (Special Fasteners)



DRYWALL SCREWS

HEAD TYPE

BUGLE HEAD, PHILLIPS

MUSHROOM HEAD, PHILLIPS

PAN PHILLIPS HEAD

HEX WASHER INDENTED PHILLIPS

HARDNESS

CASE HARDENED

STANDARD

JIS B 1125

MATERIAL

MILD STEEL

SURFACE FINISHES

BLACK / GRAY PHOSPHATE

SIZE RANGE

DIAMETERS

4, 6, 8 & 10 Gauge

LENGHTS

1/2" to 4" or 12.0mm to 100mm



SELF DRILLING SCREWS

HEAD TYPE

COUNTERSUNK HEAD, PHILLIPS

BUTTON HEAD, PHILLIPS

POINT TYPES

DRILL POINT

HARDNESS

CASE HARDENED

STANDARD

JIS B 1124

MATERIAL

MILD STEEL

SURFACE FINISHES

ZINC

SIZE RANGE

DIAMETERS

8 Gauge

LENGHTS

1/2" to 1 1/2" or 13.0mm to 38mm



SECURITY SCREWS

HEAD TYPE

TORX HEAD WITH PIN SCREWS

TORX HEAD WITHOUT PIN SCREWS

PENTA SLOT SCREWS

STANDARD

DIN

MATERIAL

MILD STEEL & STAINLESS STEEL

SURFACE FINISHES

ZINC PLATED

YELLOW ZINC PLATED

CHAMPAGNE COLOR

NICKEL

SIZE RANGE

DIAMETERS

M2.5 to M5

LENGHTS

5mm - 50mm, DRIVE SIZE, T6 - T30



BRASS SCREW

BRASS AND STAINLESS STEEL SCREW

STAINLES STEEL SCREW



BLIND RIVET

HEAD TYPE SIZE RANGE CODE NO.

DOME HEAD 3.2 mm  x  5.8  mm PAS-423

3.2 mm  x  6.4  mm PAS-425

STANDARD 3.2 mm  x  7.4  mm PAS-429

BS-7349 Part 2 3.2 mm  x  8.9  mm PAS-435

3.2 mm  x  9.4  mm PAS-437

MATERIAL 3.2 mm  x  10.2 mm PAS-440

ALIMINUM ALLOY WIRE &
MILD STEEL MANDREL

3.2 mm  x  12.7 mm PAS-450

3.2 mm  x  16.1 mm PAS-463

SURFACE FINISHES 4.0 mm  x  7.4  mm PAS-529

SELF COLOR 4.0 mm  x  9.4  mm PAS-537

COLOR RIVETS 4.0 mm  x  10.2 mm PAS-540

4.0 mm  x  11.43 mm PAS-545

4.0 mm  x  12.7 mm PAS-550

4.0 mm  x  15.2 mm PAS-560

4.0 mm  x  16.1 mm PAS-563

4.0 mm  x  16.5 mm PAS-565

4.0 mm  x  19.1 mm PAS-575

4.8 mm  x  10.2 mm PAS-640

4.8 mm  x  12.7 mm PAS-650

4.8 mm  x  16.5 mm PAS-665

4.8 mm  x  19.1 mm PAS-675

4.8 mm  x  25.4 mm PAS-6100



FLAT SOLID RIVET

HEAD TYPE

FLAT HEAD

ROUND HEAD

STANDARD

ANSI / ASME

MATERIAL

MILD STEEL

SURFACE FINISHES

ZINC PLATED

BLACK / GRAY PHOSPHATE

SELF COLOUR

SIZE RANGE

M3 - M8

1/8" - 5/16"

5 mm - 50 mm

1/4" - 2"



WHAT WEOFFER

 Commitment toQuality

 Timely Deliveries

 Exceptional Product Performance

 Consistency  & Repeatability (no  batchto batch variations)

 Highly Competitive Pricing

 Highly engineered products that satisfy

o Strength,

o Hardness, and

o Performance criteria.



CONTACT DETAILS

Please feel free to contact us regarding the Orders, Quotations,
List of Products& any other query.

Adamjee Engineering (Pvt.) Ltd.

Address:

PABX:

Fax:  

Email:  

Website:

Plot # 1 & 16, Sector 20, Korangi
Industrial Area , Karachi - 74900,
Pakistan.

(92-21) 35031071-73

(92-21) 35044227

info@adamjee-engg.com

www.adamjee-engg.com

mailto:info@adamjee-engg.com
http://www.adamjee-engg.com/

